
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CCOONNVVEENNTTIIOONNAALL    

FFIIRREE  EEXXTTIINNGGUUIISSHHIINNGG  PPAANNEELL  

CCFFPP--660000  SSEERRIIEESS  

MULTRON® 

TThhee  CCFFPP--660000  SSeerriieess  ooff  FFiirree  EExxttiinngguuiisshhiinngg  PPaanneell  uusseess  tthhee  llaatteesstt  iinn  mmiiccrroopprroocceessssoorr  

tteecchhnnoollooggyy  ttoo  mmeeeett  ttooddaayy’’ss  ssttrriinnggeenntt  nneeeeddss  ffoorr  aa  ccoommpprreehheennssiivvee  aanndd  vveerrssaattiillee  rraannggee  ooff  

FFiirree  DDeetteeccttiioonn  &&  AAllaarrmm  SSyysstteemmss..    

  

DDeessiiggnn  ffoorr  eeaassee  iinn  iinnssttaallllaattiioonn  aanndd  ooppeerraattiioonn,,  tthhee  ccoonnttrrooll  ffuunnccttiioonnss  aanndd  pprrooggrraammmmiinngg  

aarree  eennaabblleess  tthhrroouugghh  aa  kkeeyy  sswwiittcchh,,  oorr  bbyy  aann  aaddddiittiioonnaall  lloocckkaabbllee  ppaanneell  ddoooorr  ttoo  pprreevveenntt  

uunnaauutthhoorriizzeedd  aacccceessss..  OOppeerraattiioonn  ooff  tthhee  PPaanneell  iiss  mmaaddee  ssiimmppllee  wwiitthh  ffrroonnttaall  iinnddiiccaattiioonnss  

aanndd  sswwiittcchheess..  

  

DDeessiiggnn  iinn  ccoommpplliiaannccee  ttoo  EENN5544  PPaarrttss  22  &&  44,,  eeaacchh  ddeetteeccttiioonn  zzoonnee  ccaann  ccaatteerr  uupp  ttoo  2200  

ccoonnvveennttiioonnaall  ddeevviicceess..    

  

AAttttrraaccttiivveellyy  ssttyylleedd  aanndd  ccoommppaacctt  iinn  ssiizzee  ttoo  bblleenndd  iinnttoo  aannyy  mmooddeerrnn  aarrcchhiitteeccttuurree,,  tthhee  sslliimm  

pprrooffiillee  ooff  tthhee  ppaanneell  iiss  uunnoobbttrruussiivvee  eevveenn  wwhheenn  ssuurrffaaccee  mmoouunntteedd..  

   

   
 

FFEEAATTUURREESS  ::--  

  

  DDeessiiggnneedd  ttoo  EENN5544  PPaarrttss  22  &&  44  SSttaannddaarrddss  

  SSttaannddaarrdd  OOuuttppuuttss  PPrroovviiddeedd  ::--    

  22  GGeenneerraall  AAllaarrmm  SSoouunnddeerr  OOuuttppuuttss  

  11  AAllaarrmm  CCoonnttaacctt  OOuuttppuutt    

  11  FFaauulltt  CCoonnttaacctt  OOuuttppuutt  

  11  AAuuxxiilliiaarryy  2244VVDDCC  OOuuttppuutt  

  11  AAuuxxiilliiaarryy  2244VVDDCC  OOuuttppuutt  ((wwiitthh  RReesseett))  

  KKeeyy  SSwwiittcchh  CCoonnttrroolllleedd  AAcccceessss  LLeevveell  

  CCoonnvveenniieenntt  SSlloott--iinn  ZZoonnee  SSeellff--LLaabbeelliinngg  

  MMoodduullaarr  iinn  CCoonnssttrruuccttiioonn  

  CCuussttoommiissaattiioonn  iiss  aavvaaiillaabbllee  ttoo  mmeeeett  aannyy  ssppeecciiaall  rreeqquuiirreemmeenntt    

  CCoolloouurr  SSyymmbboollss  &&  IInnddiiccaattoorrss  ffoorr  eeaassee  ooff  iiddeennttiiffiiccaattiioonn  &&  uussaaggee  

  RReelleeaassee  MMoodduullee  wwiitthh  OOuuttppuuttss  ffoorr  AAuuddiioo  //  VViissuuaall  WWaarrnniinngg  DDeevviicceess,,  

aanndd  SSyysstteemm  AAccttuuaattiioonn  ssppeecciiaallllyy  ddeessiiggnneedd  ttoo  ccaatteerr  ffoorr  FFiirree  

EExxttiinngguuiisshhiinngg  SSyysstteemmss  ;;  

eegg..  FFMM220000,,  NNoovveecc  11223300,,  CCOO22  oorr  IInneerrtt  GGaasseess  

  

  



 

 

 

 

 

 

 

 

 

Model No. Zoning 

CFP600-04-1-X-XX 4- Zone + 1 Release Module 

CFP600-08-2-X-XX 8-Zone + 2 Release Module 

CFP600-12-3-X-XX 12-Zone + 3 Release Module 

 

The standard Fire Alarm Panel lowest capacity is 4-Zone, with increment in steps of 4-zone up to a capacity of 24- Zone.   
 

Panels requirement may be customised and made to order based on clients’ requirement.  
 

 

TYPICAL FIRE ALARM PANEL 
PHYSICAL DIMENSION 

Technical Specifications :- 

Mains Voltage 230VAC ± 15% @ 50 Hz 

System Operating Voltage 24VDC ± 15% 

Detection Circuit  
Static Current 

2.4mA (20 conventional detectors) 

Resistance for  
Alarm Activation 

330Ҡ ǘƻ мΦ2YҠ 

End-of-Line Resistor пΦтYҠ 

Sounder Output Circuit 1 amp (Total Current Output) 

ȫ!ƭŀǊƳΩ hǳǘǇǳǘ /ƻƴǘŀŎǘ 
NO or NC Voltage-Free Contact 
(Selectable) 

ȫCŀǳƭǘΩ hǳǘǇǳǘ /ƻƴǘŀŎǘ 
NO or NC Voltage-Free Contact 
(Selectable) 

Aux. Power Output 0.5amp @ 24VDC 

Operating Temperature -10°C to 45°C 

Relative Humidity 95%, Non-Condensing 

IP Rating 

IP30 (For Standard Cabinet) 

IP30 (For Cabinet with two Doors) 

IP64 (For Weatherproof Cabinet) 

 

Ø20mm Knock-Out Holes  
For Cable Entry 

Additional 2 Module Space  

350mm 135mm 
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Zone Module (4 zone) 
 

By Default :- 
Zone 1A & 1B as Cross-Zoning 
Zone 3 & 4 as spare zone 

 

Factory Programmable based 
on Site requirement 

Release Module 
By Default to be activated by 
Zone 1A and 1B for Single Zone 
Release Panel 

Mains Module 

Door Lock 

Additional 2 Module Space 
(May add option for either  

Zone Module, or Release Module 

Model Numbering Selection :- 
 

CFP600 - XX - X – X X 
 
                              

Cabinet Type :- 

S Standard (Single Door) 

D 
Double Door 
(without Control Access  
Key-switch) 

W Weatherproof (Double Door) 

                              
Qty. of Release Module 
(For Extinguishing Release Panel)  

Model Series 

Detection Zoning,  Eg : 08 = 8 zone 
                                          16 = 16 zone  

M 
With Manual Release 
Station at Panel Front Door 

- No Manual Release Station 

                              



Typical Panel with 
Weatherproof Cabinet (IP64) 

CFP600-04-1-W 

Typical Panel with 
Double Door Cabinet 

CFP600-04-1-D 

Typical Standard Panel c/w 
Manual Release Station 

CFP600-04-1-SM 

 

 

 

 

ZONE MODULE,   CFP-600-ZM 
 

Each Zone Module incorporates 4 
Detection Zones, with each zone having an 
ƛƴŘŜǇŜƴŘŜƴǘ ȫCLw9Ω όwŜŘύΣ ŀƴŘ ȫC!¦[¢Ω 
(Yellow) LED Indicators 
 

ȫ5L{!.[9Ω tǳǎƘōǳǘǘƻƴ with corresponding 
LED Indicator is provided for each zone. 
 

By default, the first two zones, Zone 1A 
and Zone 1B are programmed as `Cross-
½ƻƴŜΩ ŘŜǘŜŎǘƛƻƴ to operate in conjunction 
ǿƛǘƘ ǘƘŜ ȫwŜƭŜŀǎŜ aƻŘǳƭŜΩ.  
 

Other zones could also factory 
programmable in accordance to site 
requirement, based on special request at 
the time of order.  

RELEASE MODULE,   CFP-600-RM 
 

The Release Module may be incorporated 
into the Fire Alarm Panel for Extinguishing 
Agent Release Functions.  
 

Typical examples are for usage in CO2, 
FM200, Foam or Pre-Action Sprinkler 
Systems.  
 
This Module is factory programmable to 
work in conjunction with two Alarm 
Detection Zones for ̀Cross-ZoneΩ Detection 
in conjunction with the Release Module. 

Abort Pushbutton 

Manual Release 
Pushbutton 

 

May be omitted if the 
`Manual Release 

StationΩ is provided at 
the Panel Door 

Fault LED 
Indicators 

ȫ5L{!.[9Ω tǳǎƘōǳǘǘƻƴ 
With LED Indicator 

Zone Label 
(Slide-in from Behind) 

ȫCƛǊŜΩ ϧ ȫCŀǳƭǘΩ LED 
Status Indicator 

Zone 4 

Zone 1A & 1B 
Data Centre 

Zone Label 
(Slide-in from Behind) 

MAIN MODULE, CFP-600-MM 
 

The Main Module provides all the 
Status Indicators, Control 
Pushbuttons, and Control Access 
Key Switch for Fire Alarm System.  

Control Access Key-Switch 
Will be omitted when an additional lockable 
panel door is provided in the Panel Cabinet 

LED Indicators Pushbuttons  
& LED Indicators 

Release Activation 
Countdown Timer 

Zone 3 

Zone 1A 

Zone 1B 
 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

DDuuee  ttoo  ccoonnssttaanntt   iimmpprroovveemmeenntt   iinn  oouurr  pprroodduuccttss,,  wwee  rreesseerrvveedd  tthhee  rriigghhtt   ttoo  mmooddiiffyy  oorr  wwiitthhddrraaww  aannyy  pprroodduucctt   oorr  sseerrvviiccee  wwiitthhoouutt   pprriioorr  

nnoott iiccee..  Version : 30-08-2016 

AAnnootthheerr  QQuuaalliittyy  PPrroodduucctt  bbyy  ::--  
  

MMuulltt rroonn  SSyysstteemmss  PPttee  LLttdd  
221177  KKaallllaanngg  BBaahhrruu,,    ++6655  66339955  66886688  

MMuulltt rroonn  BBuuiillddiinngg          ++6655  66339955  66886699  

SSiinnggaappoorree  333399  334477      iinnffoo@@mmuulltt rroonn..ccoomm                

VViissiitt  uuss  aatt    ::--        wwwwww..mmuulltt rroonn..ccoomm  

TYPICAL TERMINATION DIAGRAM 

Main Termination Card 

Power Supply 
On/Off Switch 

230VAC  
Mains Incoming 

L 
E 
N 
 

Fuse 

Mains Fuse 

Fuse 

12 VDC 
Battery 

12 VDC 
Battery 

+ 

- 

-

+ 

To Zone 3 and Zone 4  
Detection Devices 

By default not associated 
with Release Module 

Zone 1A Detection Devices (Cross-Zone) 

Zone 1B Detection Devices (Cross-Zone) 

пΦтƪҠ 9h[ 
Discharge 

Pressure Switch 
N/O 

Manual Release 
Station 

Manual Abort 
Station 

Cylinder Low 
Pressure Switch 
N/C (Pressurised)  

 

Set Jumper across 
the terminal if  

not in use 

пΦтƪҠ 9h[ 

пΦтƪҠ 9h[ 

пΦтƪҠ 9h[ 

1st & 2nd Alarm 
Aux. Contact 

Combined 
Sounder /  Strobe 

пΦтƪҠ 9h[ 

Solenoid 
Actuator 

Release Module Termination Card Zone Termination Card 

Alarm Output (N/C or N/O) 

Fault Output (N/C or N/O) 

пΦтƪҠ 9h[ 

пΦтƪҠ 9h[ 

пΦтƪҠ 9h[ 

пΦтƪҠ 9h[ 

пΦтƪҠ 9h[ 

Sounder Output 
(Common Alarm) 

FPE Alarm Output (24VDC) 

24VDC Output (Max. 0.5A) 

24VDC Output (with Reset) 

Reset) 
(Not in use) 

mailto:info@multron.com

